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SUPPLIED ACCESSORIES

SPECIFICATIONS

Specifications are subject to change without notice or obligation. 
Other company and product names mentioned are the property of their respective owners. Product and brand names used 
are for identification purposes only.
As per FCC rules, the US consumer version has cellular frequencies blocked and analog voice descrambler function 
deactivated by hardware. These restrictions are final and cannot be reversed by firmware change nor command input.

The Serious Choice in Advanced Technology Receivers
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BP-10
Lithium-ion battery pack
(7.4V 2000mAh)

BT-10
Alkaline battery tray

AA-10*
AC power adapter
(*European version 

is AA-10E)

CC-10
Fast charger cradle

DC-10
Cigarette lighter DC/

DC converter
（IN:12V or 24V）

RA-10
Rubber antenna

MA500
Mobile whip

(25MHz-1.3GHz)
Magnetic mount, 
4m coaxial cable

SA7000
Twin element
(30kHz-2GHz)

15m coaxial cable

BC-10
Belt-clip

CONTROLS & CONNECTORS

OPTIONAL ANTENNAS

100kHz～1300MHz （Cellular frequencies blocked for US consumer version）
VFO, memory channel, program search, scan
TETRA（Direct mode, mobile to mobile）, DMR（Tier1/2/Mototrbo）, NXDN（6.25k）,
dPMR（446 Tier1）, APCO25（Phase1）, D-STAR, Yaesu（C4FM）, Alinco（EJ47U）, 
Japanese D-CR.
WFM, NFM, AM, USB, LSB, CW
100kHz～1300MHz Single super heterodyne
　　IF 47.25MHz SDR direct sampling
WFM （64MHz～108MHz） SDR direct conversion
AM （520kHz～1710kHz） SDR direct conversion
Analog modes: 100kHz, 30kHz, 15kHz, 8kHz, 6kHz, 5.5kHz, 3.8kHz, 2.6kHz, 
1.8kHz, 500Hz, 200Hz （choice is mode dependent）
Digital modes: 6kHz, 15kHz, 30kHz （auto-select）
AGC, step-adjust, offset and priority receive.
Analog voice descrambler （not available for US consumer version).
Approx. 10dB　ON/OFF
Noise squelch, level squelch, reverse tone, digital voice detection.
±５ppm （－10℃～+50℃）
SSB （10dB S/N） 0.3μV
AM （10dB S/N）  1.6μV
FM （12dB SINAD）    0.3μV
WFM （12dB SINAD）  2.6μV
3  （A / B / Z）
2000
40
40
1
50 per bank or VFO
Internal speaker min.700mW (@16Ω,10.5V,10%THD）, earphone jack min. 
200mW （@8Ω,10.5V,10%THD）
BNC 50Ω
0dBm
7.4V 2000mAh Lithium-ion battery pack （BP-10）
External input 6.5V～10.5V
240mA（typ）, 500mA（max） （excluding battery pack charge current）
65（W）×137（H）× 41（D）mm
（Including battery pack, excluding projections）
Approx. 420ｇ （including battery pack, antenna and belt clip）
－10℃～+50℃
AC power adapter, lithium-ion battery pack, fast charger cradle, belt clip, 
antenna, cigarette lighter DC/DC converter, alkaline battery tray, microSD card, 
operating manual.

Frequency range
Operation modes

Digital receive modes

Analog receive modes

Circuit type

IF filter bandwidths

Assisted functions

Signal attenuator
Squelch modes
Frequency stability
Sensitivity
(typical values)

Number of VFO’s
Memory channels
Memory banks
Search banks
Priority channel
Pass frequencies

Audio outputs

Antenna
Max. antenna input

Power requirements

Current consumption

Case size

Weight
Temperature range

Supplied accessories

Antenna jack
（BNC50Ω）

Dial selector
（outer）knob

Power switch
Squelch/
monitor 
switch

MicroSD card slot

EXT DC 
jack

USB mini-B socket

Volume（inner）
knob

Earphone
jack

Authority On Radio Communications

■ 100kHz～1300MHz Analog & digital modes.
■ TETRA, DMR, NXDN, dPMR, APCO25, D-STAR, 
　 Yaesu C4FM, Alinco EJ47U, D-CR
■ Digital modes auto-detect
■ Optional COSPAS-SARSAT beacon decoder.
■ Lithium-ion battery
■ IPX5 water resistant.

A new standard for 
hand-held receivers!

AR-DV10
DIGITAL RECEIVER

AR-DV10

Actual size
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